
Annexure F 

Technical Specification & Drawing 
 

Individualized Silicone rubber sculpture (To be displayed at Museum exhibition/Gallery) 

(Hyper-realistic sculpture) 

 

Particular Silicone rubber Sculpture 

Material High performance platinum cure liquid silicone compounds for exposed body parts 

with flex foam backup. 

Structural material FRP with metallic structure. 

Clothing, shoes, and 

other accessories 

Actual to the authentic reference. Matching with the style as shown in the images. 

Other desired references (if required) may be obtained by the vendor/ 

manufacturer and the same should be approved by the authority of NCSM. 

Make up To be melted into silicone gel with silicone pigments. 

Coloring  Permanent coloring and in-situ pigmentation. 

Texture  & posture Close to human skin with seamless joints & Body posture should be as per the 

reference images. 

Hand feel & Finish Feel lick human skin & Finish should be hyper realistic look alike with actual drapery 

and accessories. 

Facial details Hair, Skin hair, veins, scares even pimpless are fully shown with seamless joints.  

The portrayal of face should bear a resemblance to the respective personalities (as 

per reference images)         

Statue Height 1. Rabindranath Tagore – Standing posture according to the height as per reference 

images. Height-5’8” approx. 

2. Kazi Nazrul Islam - Standing posture according to the height as per reference 

images. Height- 5’5” approx. 

3. Dr. B.R. Ambedkar - Standing posture according to the height as per reference 

images. Height- 5’6” approx. 

Limb and body proportion should be as per standard anatomical dimension of 

human being. 

Inspection Schedule 

& Delivery 

 45 days(from the issuance of PO) 

 Clay modeling should be completed in 30 days (from the issuance of PO) 

for obtaining approval during first inspection. Silicone cast shall be 

inspected 40 days (from issuance of PO). Any alternation or modification 

to the clay model/final sculptor must be incorporated as per the decision 

made by the authorized personnel of the council. 

                                     

 Complete statue shall be inspected at site of fabrication prior to delivery. 

 

 Full size clay model to be prepared based on the image supplied by the 

authority to obtain approval of the artwork Necessary corrections if 

required, to be incorporated in the clay model. 

 

 The statues are necessary to be delivered and installed at the proposed 

site of installation in Kolkata (with proper care by the vendor/ 

manufacturer) 
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Life size posture figure of Rabindranath Tagore



Life size posture figure of Dr. B. R. Ambedkar
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